
HIGH POWER STANDARD RECOVERY RECTIFIERS 
STUD DEVICES 

 

Part No. 

Maximum 
Recurrent 

Peak 
Reverse 
Voltage 

Maximum Average 
Forward Rectified 

Current 
 

Peak forward 
Surge Current 
8.3ms Single 

Half Sine-Wave 
Superimposed 
On Rated Load 

Maximum DC 
Instantaneous 

Reverse Current 
@VRRM 

 

Maximum  
Instantaneous 

Forward Voltage 
@25℃  

VRRM Io@TC IFSM 
IR@Tj 

VF IF 
@25℃ @175℃ 

VPK A ℃ A μA mA V A 
 
 
 
 

           6.0AMP / GLASS PASSIVATED / DO-4                                  SEE THE PACKAGE ON PAGE 37 
S6B( R ) 
S6D( R ) 
S6G( R ) 
S6J( R ) 
S6K( R ) 
S6M( R ) 
S6Q( R ) 

100 
200 
400 
600 
800 
1000 
1200 

6 
6 
6 
6 
6 
6 
6 

160 
160 
160 
160 
160 
160 
160 

167 
167 
167 
167 
167 
167 
167 

10 
10 
10 
10 
10 
10 
10 

12 
12 
12 
12 
12 
12 
12 

1.1 
1.1 
1.1 
1.1 
1.1 
1.1 
1.1 

6.0 
6.0 
6.0 
6.0 
6.0 
6.0 
6.0 

Tj and Tstg of –65℃ to +180℃ 
IFSM for 25℃ 
With Suffix

〃
R
〃

for Stud Reverse Polarity(Anode to Stud) 
 
 

           12AMP / GLASS PASSIVATED / DO-4                                   SEE THE PACKAGE ON PAGE 37 
1N1199A( R ) 
1N1200A( R ) 
1N1202A( R ) 
1N1204A( R ) 
1N1206A( R ) 
1N3671A( R ) 
1N3673A( R ) 

50 
100 
200 
400 
600 
800 

1000 

12 
12 
12 
12 
12 
12 
12 

150 
150 
150 
150 
150 
150 
150 

240 
240 
240 
240 
240 
240 
240 

10 
10 
10 
10 
10 
10 
10 

12 
12 
12 
12 
12 
12 
12 

1.1 
1.1 
1.1 
1.1 
1.1 
1.1 
1.1 

12 
12 
12 
12 
12 
12 
12 

Tj and Tstg of –65℃ to +180℃ 
IFSM for 25℃ 
 With Suffix

〃
R
〃

for Stud Reverse Polarity(Anode to Stud) 
 
 

           12AMP / GLASS PASSIVATED / DO-4                                   SEE THE PACKAGE ON PAGE 37 
S12B( R ) 
S12D( R ) 
S12G( R ) 
S12J( R ) 
S12K( R ) 
S12M( R ) 
S12Q( R ) 

100 
200 
400 
600 
800 
1000 
1200 

12 
12 
12 
12 
12 
12 
12 

144 
144 
144 
144 
144 
144 
144 

280 
280 
280 
280 
280 
280 
280 

10 
10 
10 
10 
10 
10 
10 

12 
12 
12 
12 
12 
12 
12 

1.1 
1.1 
1.1 
1.1 
1.1 
1.1 
1.1 

12 
12 
12 
12 
12 
12 
12 

Tj and Tstg of –65℃ to +180℃ 
IFSM for 25℃ 
With Suffix

〃
R
〃

for Stud Reverse Polarity(Anode to Stud) 
 
 

           16AMP / GLASS PASSIVATED / DO-4                                   SEE THE PACKAGE ON PAGE 37 
S16B( R ) 
S16D( R ) 
S16G( R ) 
S16J( R ) 
S16K( R ) 
S16M( R ) 
S16Q( R ) 

100 
200 
400 
600 
800 
1000 
1200 

16 
16 
16 
16 
16 
16 
16 

140 
140 
140 
140 
140 
140 
140 

370 
370 
370 
370 
370 
370 
370 

10 
10 
10 
10 
10 
10 
10 

12 
12 
12 
12 
12 
12 
12 

1.1 
1.1 
1.1 
1.1 
1.1 
1.1 
1.1 

16 
16 
16 
16 
16 
16 
16 

Tj and Tstg of –65℃ to +180℃ 
IFSM for 25℃ 
With Suffix〃R〃for Stud Reverse Polarity(Anode to Stud) 

 
 

 



HIGH POWER STANDARD RECOVERY RECTIFIERS 
STUD DEVICES 

 

Part No. 

Maximum 
Recurrent 

Peak 
Reverse 
Voltage 

Maximum Average 
Forward Rectified 

Current 
 

Peak forward 
Surge Current 
8.3ms Single 

Half Sine-Wave 
Superimposed 
On Rated Load 

Maximum DC 
Instantaneous 

Reverse Current 
@VRRM 

 

Maximum  
Instantaneous 

Forward Voltage 
@25℃  

VRRM Io@TC IFSM 
IR@Tj 

VF IF 
@25℃ @175℃ 

VPK A ℃ A μA mA V A 
 
 
 

           25AMP / GLASS PASSIVATED / DO-4                                   SEE THE PACKAGE ON PAGE 37 
S25B( R ) 
S25D( R ) 
S25G( R ) 
S25J( R ) 
S25K( R ) 
S25M( R ) 
S25Q( R ) 

100 
200 
400 
600 
800 
1000 
1200 

25 
25 
25 
25 
25 
25 
25 

120 
120 
120 
120 
120 
120 
120 

373 
373 
373 
373 
373 
373 
373 

10 
10 
10 
10 
10 
10 
10 

12 
12 
12 
12 
12 
12 
12 

1.1 
1.1 
1.1 
1.1 
1.1 
1.1 
1.1 

25 
25 
25 
25 
25 
25 
25 

Tj and Tstg of –65℃ to +180℃ 
IFSM for 25℃ 
With Suffix

〃
R
〃

for Stud Reverse Polarity(Anode to Stud)  


