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Electrical Characteristics @ 25 Unless Otherwise Specified
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DIMENSIONS

DIM MMINCHES

MIN MAX MIN MAX
0.516
0.355
0.075
0.014
2.541
2.104
1.127
1.253
1.448
0.812
0.201
0.201
0.307
0.169
1.931

0.532
0.374
0.091
0.033
2.557
2.120
1.143
1.269
1.468
0.827
0.217
0.217
0.323
0.185
1.946

13.10
9.00
1.90
0.35

64.50
53.40
28.60
31.80
36.75
20.60

5.10
5.10
7.80
4.30

49.00

13.50
9.50
2.30
0.85

64.90
53.80
29.00
32.20
37.25
21.00

5.50
5.50
8.20
4.70
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Figure .1- Typical Forward Characteristics

Instantaneous Forward Voltage -Volts
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Fi gure .2- Forward Derating Curve

Figure.3- Peak Forward Surge Current
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Single Phase,Half Wave
60Hz Resistive or Inductive Load

In
st

an
ta

ne
ou

s 
 F

or
w

ar
d 

 C
ur

re
nt

 - 
A

m
pe

re
 

 
A

m
p

Figure .4 -Typical  Reverse Characteristics

Reverse Voltage - Volts ( % )
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