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ELECTRICAL CHARACTERISTICS (TA = 25 °C unless otherwise noted)
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P4SMF5.0A AE 6.40 7.07 10 5.0 500 43.5 9.2

P4SMF6.0A AG 6.67 7.37 10 6.0 500 38.8 10.3

P4SMF6.5A AK 7.22 7.98 10 6.5 100 35.7 11.2

P4SMF7.0A AM 7.78 8.60 10 7.0 50 33.3 12.0

P4SMF7.5A AN 8.33 9.21 1.0 7.5 50 31.0 12.9

P4SMF8.0A AR 8.89 9.83 1.0 8.0 20 29.4 13.6

P4SMF11A AZ 12.2 13.5 1.0 11 1.0 22.0 18.2

P4SMF12A BE 13.3 14.7 1.0 12 1.0 20.1 19.9

P4SMF13A BG 14.4 15.9 1.0 13 1.0 18.6 21.5

P4SMF14A BK 15.6 17.2 1.0 14 1.0 17.2 23.2

P4SMF15A BM 16.7 18.5 1.0 15 1.0 16.4 24.4

P4SMF16A BP 17.8 19.7 1.0 16 1.0 15.4 26.0

P4SMF17A BR 18.9 20.9 1.0 17 1.0 14.5 27.6

P4SMF18A BT 20.0 22.1 1.0 18 1.0 13.7 29.2

P4SMF20A BV 22.2 24.5 1.0 20 1.0 12.3 32.4

P4SMF22A BX 24.4 26.9 1.0 22 1.0 11.3 35.5

P4SMF24A BZ 26.7 29.5 1.0 24 1.0 10.3 38.9

P4SMF26A CE 28.9 31.9 1.0 26 1.0 9.5 42.1

P4SMF28A CG 31.1 34.4 1.0 28 1.0 8.8 45.4

P4SMF30A CK 33.3 36.8 1.0 30 1.0 8.3 48.4

P4SMF33A CM 36.7 40.6 1.0 33 1.0 7.5 53.3

P4SMF36A CP 40.0 44.2 1.0 36 1.0 6.9 58.1

Notes

(1)  VBR measured after IT applied for 300 µs, IT = square wave pulse or equivalent
(2) Surge current waveform per fig. 3 and derate per fig. 2
(3) All terms and symbols are consistent with ANSI/IEEE C62.35

P4SMF40A CR 44.4 49.1 1.0 40 1.0 6.2 64.5

P4SMF43A CT 47.8 52.8 1.0 43 1.0 5.8 69.4

P4SMF45A CV 50.0 55.3 1.0 45 1.0 5.5 72.7

P4SMF51A CZ 56.7 62.7 1.0 51 1.0 4.9 82.4

P4SMF54A RE 60.0 66.3 1.0 54 1.0 4.6 87.1

P4SMF58A RG 64.4 71.2 1.0 58 1.0 4.3 93.6

P4SMF60A RK 66.7 73.7 1.0 60 1.0 4.1 96.8

P4SMF64A RM 71.1 78.6 1.0 64 1.0 3.9 103.0

P4SMF70A RP 77.8 86.0 1.0 70 1.0 3.5 113.0

P4SMF75A RR 83.3 92.1 1.0 75 1.0 3.3 121.0

P4SMF78A RT 86.7 95.8 1.0 78 1.0 3.2 126.0

P4SMF80A RB 88.8 97.6 1.0 80 1.0 3.1 129.6

P4SMF85A RV 94.4 104.0 1.0 85 1.0 2.9 137.0

P4SMF90A RX 100.0 111.0 1.0 90 1.0 2.7 146.0

P4SMF100A RZ 111.0 123.0 1.0 100 1.0 2.5 162.0

P4SMF48A CX 53.3 58.9 1.0 48 1.0 5.2 77.4
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